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Zeta’s SmartScape Macro is a compact LED street light suitable for a variety of applications
including; highways, roads, distributor & traffic routes, industrial areas and many more.

With wattage options from 50W to 150W and colour temperatures from 2700 - 6500K, SmartScape Macro provides
significant energy and cost savings over legacy SOX, SON and CFL luminaires.

The solution utilises robust PMMA lens technology and with a wide range of optical distribution options available, is
able to suit many applications.

The SmartScape Macro provides even illumination and has an excellent power factor of >0.95. The solution is
compatible with all standard Central Management Systems (CMS), as well as various other smart dimming and
photocell options, meaning further significant energy, cost and carbon savings can be achieved.

Weighing from just 6.5 kg - one of the lightest in its class - SmartScape Macro is quick and easy to install, there’s no
requirement for special tools or heavy lifting equipment, and this compact solution won’t place unnecessary strain on
existing ageing columns.

The solution’s specially-designed spigot allows for easy, universal mounting at various tilts in 5° increments and in
both post-top and side-entry positions.

Features:

▪ Elegant, compact design

▪ Lightweight - from just 6.5kg

▪ CMS interface

▪ High luminaire efficacy

▪ Highly efficient programmable driver

▪ PMMA lens technology

▪ Low maintenance

▪ Energy, cost & carbon saving

▪ Reduced light pollution

▪ High quality - UK made

▪ Quick and easy installation

Applications:

▪ Exterior

▪ Streets & roads

▪ Highways

▪ Commercial & industrial areas

▪ Distributor & traffic routes

▪ Car parks

▪ Railway stations

▪ Shopping precincts

▪ Parks & gardens

▪ Urban areas

▪ Rural areas



Dimensions

Optical Performance
Cree LED - the multi chip  LEDs have a high lumen output, high

efficacy, superior light distribution and more efficient heat

dissipation than most competing products

Versatile LEDs  - a range of Colour Temperatures (CCT)

options available from 2700K - 6500K

Colour rendering index - standard >80 (other options available)

Superior luminaire efficacy - >140lm/W

PMMA lens technology - the high quality lens material has

excellent clarity, ensuring maximum light output. The lens is

designed to be robust with a high impact rating and low water

absorption, as well as an extremely high UV resistance, meaning

there is minimal lens degradation and yellowing over time.

NB: Drawings depict the SmartScape Macro with a Nema Socket, also available with a miniature photocell

Scotopic / Photopic (S/P) Ratio to BS 5489-1:2013

Zeta provides a range of colour temperature options with various

corresponding S/P ratios which can be applied to street lighting design, in

turn allowing for lower lighting levels to meet P Classes, thus reducing

energy consumption and costs:

CCT S/P Ratio

2700K 1.12

3000K 1.26

4000K 1.53



Clever Heat Dissipation
SmartScape Macro incorporates intelligent cooling technology

for optimum heat dissipation, which ensures a long life.

Improved Safety & Reduced Environmental Impact
Enhanced visibility for pedestrians and traffic through improved

colour rendering (CRI) of >80 (with others available upon

request), as well as reduced light pollution.

Long Lifespan
Lifetime L90 B10 @ >100,000 hours - which can be extended

further with the use of smart controls.

Payback
SmartScape Macro has been designed with cost in mind. The

Nano’s extremely short return on investment periods mean it

begins to save money from the point of install.

Control type Description

Photocell Miniature and top mounted options. Switching
predetermined light levels i.e. 35:18 lux.

Smart Dimming Intelligent programmable dimming cycles using
DynaDimming built into the Xitanium Driver.

Full CMS Full control and monitoring of each luminaire
using DALI dimming.

Mounting Options

Standard spigot size: 76mm. Adapters available for

bespoke sizes if required.

Accommodates mounting heights of up to 12m.

Available in a wide range of tilt angles in 5° increments,

for both post top and side entry mounting, to suit the

client and application.

Performance and Savings

Controls
SmartScape Macro’s integral highly efficient, fully

programmable driver can adjust light levels to suit the

application and optimise energy savings.

Through the use of intelligent control systems,

additional energy and cost savings can be achieved.



Specifications
Wattage Range (W) 50W - 150W
Light Source Cree LED
Colour Rendering Index (CRI) >80 (Others Available Upon Request)

Power Factor 0.95 (When not Dimmed)

Colour Temperature (CCT) 2700 - 6500K
Lumen Maintenance Output (LM80) L90 B10 @ >100,000hrs
Lighting Regulation Designed as per BS 5489-1:2013
IP Rating IP65
Dimensions (mm) 530 (l) x 210 (w) x 115 (h)
Weight (kg) From 6.5kg
Installation Height (m) Up to 12m
Post Top/Side Entry Tilt -5°, 0°, 5° and 10° *
Material Marine Grade LM6 High-Pressure Die-Cast Aluminium
Finish UV Stabilised Powder Coating
Colours RAL 7039**
Ambient Temperature Range (°C) -20°C to +50°C
Input Voltage (V) 220-240VAC, 50-60Hz
Dimmable (Y/N) Y
Driver Philips Xitanium
Impact Rating IK08
Maximum Projected Area (Windage) 0.055 sqm (Calculated without Node)

*Standard range, bespoke tilts available in 5° increments upon request

**Other colours available on request (subject to MOQ of 100 units)



For more information visit:
www.zetaled.co.uk

Zeta Specialist Lighting
Telford Road, Bicester
Tel +44(0)1869 322500

Oxfordshire
OX26 4LB

Email: info@thezetagroup.com


