
The Zeta LED Lattice Ladder is a versatile solution for illuminating both interior
and exterior poster cases.

The product comes in easy to install rolls, which are lightweight and quick to install and can
be used as part of  Zeta’s Bespoke Solar Signage Kit.

The high performance, high efficiency LEDs have an average rated life of 39,500 hours,
provide substantial energy and cost savings, and require minimal maintenance. This
innovative product can provide a complete or retrofit solution and gives optimum, even
illumination.

The Zeta LED Lattice Ladder is available in bespoke sizes and colour temperatures to suit
the application, as well as the choice of either a one or two-sided solution.

The product can be lensed (IP20 rated) for interior advertising poster-cases, or can also be
unlensed (IP66 rated) for large format exterior advertising poster cases and totem signs.

Features:
- Versatile

- Lightweight

- Easy installation

- Highly efficient

- Bespoke sizes

- Lensing options

- Energy and cost saving

Applications:
- Interior

- Exterior

- Scroller poster cases

- Static poster cases

Please note: the above images on the left and at the top depict single-sided, lensed Ladder. The other
image depicts a single-sided, unlensed ladder.



For more information visit: www.zetaled.co.uk

Zeta Specialist Lighting
Telford Road, Bicester    Tel +44(0)1869 322500
Oxfordshire OX26 4LB    Email info@thezetagroup.com

Specifications
Single Sided Double Sided

Dimensions (mm) 600 (standard width x bespoke
lengths)

Wattage (W) 2.7W 5.4W

Lumen Output (lm) 270lm 540lm

Colour Temperature (CCT) 6000 - 6500K

Warranty 3 Years*

IP Rating IP66 (unlensed) / IP20 (lensed)

Poster Case Depth Required (mm) 50 (in front) 50 (each side)

LED Spacing (mm) 50

Strip spacing (mm) 40

Average Rated Life 39,000 hrs

Ambient Temperature Range (°C) -20 to +50°C

Input Voltage (V) 12**/24V (depends on no. of strips)

Dimmable (y/n) Y Y

Emergency (y/n) Y Y

*Standard warranty period is 3 years, once registered the warranty
increases by a further 2 years.

**Maximum length 1.5m with 12V

***Correct for unlensed, 30mm gap required if lensed

Specifications based on 600 x 10 x 2.6mm side unlensed ladder.

Please contact the Zeta sales team on 01869 322500 to discuss bespoke
sizes and colour temperatures.


